
#11V Clevis Hanger V Bottom 

BOLT A B C D E F

1/2 1 1/4 3/8 5 3/16 5 7/8 2 9/16 4 7/16 1 1/4 0.30 250

3/4 1 1/4 3/8 5 5 7/8 2 9/16 4 1/4 1 1/4 0.30 250

1 1 1/4 3/8 4 7/8 5 7/8 2 9/16 4 1/16 1 1/4 0.30 250

1 1/4 1 1/4 3/8 4 5/8 5 7/8 2 9/16 3 7/8 1 1/4 0.30 250

1 1/2 1 1/4 3/8 4 7/16 5 7/8 2 9/16 3 11/16 1 1/4 0.30 250

2 1 1/4 3/8 4 1/8 5 7/8 2 9/16 3 3/8 1 1/4 0.30 250

2 1/2 2 3/8 1/2 6 13/16 8 15/16 4 11/16 5 3/4 2 3/8 0.96 300

3 2 3/8 1/2 6 3/8 8 15/16 4 11/16 5 5/16 2 3/8 0.96 300

4 2 3/8 1/2 5 11/16 8 15/16 4 11/16 4 1/2 2 3/8 0.96 300

5 3 1/2 3/4 7 3/4 11 3/4 6 7/8 6 1/2 1 3/4 3.05 350

6 3 1/2 3/4 6 13/16 11 3/4 6 7/8 5 3/16 1 3/4 3.05 350
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No.
SPECIFICATION DATAPIPE 

SIZE

WEIGHT 

EACH (LBS)
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Finishes

Materials

Recommended

Zinc Plated, Bare Metal, Hot Dipped Galvanized

Carbon Steel, Stainless Steel 304SS & 316SS

Recommended for the suspension of flexible plastic pipe lines. 
Used with #12 V Channel

Note Upper locknut must be tightened securely to assure proper hanger 
performance. Channel sold seperately.

When ordering, specify Size No.

"E" dimension includes exposed 
rod threads beyond bottom of 

the hex nut. Exposed rod thread 
dimension is equal to the 
diameter of the rod used.

Note: when referencing a printed copy of this specification page, please insure it is the latest version as found on our website at 

www.taylorwalraven.ca

For more information, please contact Customer Service at 1-800-263-8652


