
#33MA 3-Bolt Pipe Clamp Alloy

IRON APP'X WT.
PIPE LBS.
SIZE B C D E F H 650° F 750° F 1000° F 1050° F EACH

1 1/2 1 13/16 1 1/16 4 7/8 4 1/8 5/8 2 3/8 1545 1410 1000 745 2.3

2 2 1/8 1 1/16 5 7/8 5 1/8 5/8 2 11/16 1545 1410 1000 745 2.6

2 1/2 2 5/16 1 1/16 6 1/8 5 3/8 5/8 2 15/16 1545 1410 1000 745 2.7

3 2 3/4 1 1/16 6 11/16 5 15/16 5/8 3 1/2 1545 1410 1000 745 3.0

4 3 3/8 1 1/16 7 5/8 6 1/2 3/4 4 1/2 2500 2290 1625 1200 6.7

5 3 15/16 1 1/16 8 1/8 7 3/4 5 2500 2290 1625 1200 7.0

6 4 3/4 1 7/16 9 15/16 8 9/16 7/8 6 1/8 2865 2620 1860 1380 11.5

8 5 3/4 1 7/16 10 15/16 9 9/16 7/8 7 1/8 2865 2620 1860 1380 13.2

10 7 1/16 1 7/16 12 10 5/8 1 8 1/4 3240 2970 2100 1565 19.8

12 8 1/16 1 7/16 12 15/16 11 5/8 1 9 5/16 3240 2970 2095 1565 22.3

14 9 1/16 2 14 5/16 12 11/16 1 1/4 10 11/16 4300 3915 2795 2060 37.7

16 10 1/16 2 15 5/16 13 11/16 1 1/4 11 11/16 4300 3915 2795 2060 41.4

18 11 1/16 2 16 5/16 14 11/16 1 1/4 12 11/16 4300 3915 2780 2060 44.9

20 12 3/8 2 17 1/2 15 7/8 1 3/8 14 5490 4995 3550 2635 57.3

24 14 3/8 2 19 1/2 17 7/8 1 3/8 16 4500 4095 2910 2160 65.9
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SPECIFICATION DATA REC. MAX. LOAD (lbs) FOR SERVICE TEMP.

Finishes

Materials

Approvals

Recommended

Bare Metal

Chrome Molybdenum Steel (ASTM A 387 Grade 22)

Complies with MSS SP-58 and SP-69 (Type 3).

Recommended for suspension of high temperature 
pipe requiring insulation.

Maximum Temperature: 1,050°F

Notes Galvanizing is not recommended for alloy products.

Note: when referencing a printed copy of this specification page, please insure it is the latest version as found on our website at 

www.taylorwalraven.ca

For more information, please contact Customer Service at 1-800-263-8652


