STRUT CHANNEL

Figure

TS

SIZE RANGE: 1" and 1 5/8"
MATERIAL: Cold Rolled Steel
FINISH: Pre-Galvanized
SERVICE: Various metal framing and fastening applications.
ORDERING: Specify product #, profile, finish and length.

ALSO AVAILABLE IN:

Other Sizes & Lengths, Stainless Steel and Aluminum

Profile # SPECIFICATION DATA (B pr | Siandard | eundle
Profile (H x W) | Configuration | Material Finish 9

TS2-PG 1"x 1 5/8" SOLID 12Ga Pre -Galv. 1.44 10 Ft 50
TS2HS-PG 1"x 1 5/8" HALF SLOT 12Ga Pre -Galv. 1.36 10 Ft 50

TS2-SS6 1" x 1 5/8" SOLID 12Ga Stainless 316 1.44 10 Ft 50

TS4-PG 15/8"x 15/8" SOLID 12Ga Pre -Galv. 1.90 10 Ft 50
TS4HS-PG | 15/8"x 15/8" HALF SLOT 12Ga Pre -Galv. 1.82 10 Ft 50

TS4-SS4 15/8"x 15/8" SOLID 12Ga Stainless 304 1.90 10 Ft 50
TS4HS-SS4| 15/8"x 15/8" HALF SLOT 12Ga Stainless 304 1.82 10 Ft 50

TS4-SS6 15/8"x 15/8" SOLID 12Ga Stainless 316 1.90 10 Ft 50
TS4HS-SS6| 15/8"x 1 5/8" HALF SLOT 12Ga Stainless 316 1.82 10 Ft 50

SPECIFICATIONS OF OTHER SIZES AND PROFILES ALSO AVAILABLE
(HALF SLOT CONFIGURATION - HOLES at 2" CENTERS, 1 1/8" LONG, 9/16" WIDE)

END CAPS
For Profile

EC100

1"x 1 5/8"

EC158

15/8"x 1 5/8"

TEYLORSTRUT




